
GP Series Submersible Sewage Pumps
GPG32-300 / GPG50-550

Global Water Group  
Division of Global Pump Group Pty Ltd

For more information  
or to request a quote

1300 1 GLOBAL 
+61 8 8275 8000

sales@globalwatergroup.com.au
globalwatergroup.com.au

12 Selgar Avenue
Tonsley SA 5042 25
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Dimensions (all measurements mm)
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GPG32-300

GPG50-550

GPG32-300 and 50-550 Submersible Grinder Pumps 
are suitable where powerful heavy duty sewage pumps are 
required for high lifts or long rising mains.

Powered by high-efficiency IE3 three-phase submersible 
motors, they feature a unique double grinding mechanism 
that shreds raw sewage plus rags and most fibrous material.

Applications include motorway rest centres and truck stops, 
council lift stations, hospitals, prisons and food processing 
plants.

Features

•	 �Grinder system capable of shredding fibrous materials 
such as cloths and plastic bags.

•	 �Low installation costs due to small diameter discharge 
pipework and high head capability.

•	 �Free-standing or discharge stand mounted.

•	 Double SIC mechanical shaft seals.

•	 Thermal sensors fitted to windings.

Technical data

Model GPG 32-300 50-550

Phase Three

Outlet (mm) 32 BSP 50 BSP/Flange

Max flow rate (L/s) 5.1 6.2

Max head (m) 35 38

Max liquid temp (ºC) 40

Solids handling Grinder

Power (kW) 3.0 5.5

Current (A) 5.58 10.3

Voltage (V) 415

Speed (RPM) 2900

Casing Cast iron

Impeller Cast iron

Motor housing Cast iron

Protection IP68

Cable details 10 m length 
7G1.5

10 m length 
10G1.5

Mounting Free-standing or guide rail

Weight (kg) 85 126




